
DOUBLE CHECK VALVE ASSEMBLY

ABOVE GROUND (2" AND SMALLER)

AUD DETAIL 5.2.2

NOTES:
1. ASSEMBLY SHOULD BE CENTERED IN BOX TO ALLOW ACCESS FOR TESTING AND REPAIR.
2. BOX SHALL NOT REST ON WATER LINE.
3. ENTRY AND EXIT POINTS OF WATER LINE AND BRICK LEDGE MUST BE SEALED ON BOTH SIDES TO PREVENT ENTRY OF

WATER AND DIRT.
4. MINIMUM CLEARANCE TO BE MAINTAINED: 8" TO 18" FROM ASSEMBLY TO TOP OF BOX, 6" FROM BOTTOM OF

ASSEMBLY TO TOP OF GRAVEL.

PROFILE VIEW

CARSON INDUSTRIAL SERIES
1730 BOX WITH COVER OR
EQUIVALENT

BACKFLOW DEVICE CENTERED
(L-R) IF POSSIBLE

EARTHEN LEDGE
(UNDISTURBED SOIL 2" - 3" WIDE)

BOX MAY SIT ON BRICKS OR BLOCKS
AND SHALL BE PROPERLY MORTARED

 IN PLACE WITH ANY HOLES FILLED

MORTAR JOINTS

COMPACTED
EARTH

GRAVEL (MIN. 6"
DEEP)

LEDGE DETAIL
OPTION #1

BRICK OR BLOCK

NOTE: OTHER TYPES OF INSTALLATION MAY BE
NECESSARY DUE TO VARYING FIELD CONDITIONS.
CONSULT WITH INSPECTOR BEFORE INSTALLING.

8"-18"

6" MIN

OPTION #1 OPTION #2

GRAVEL (MIN. 6"
DEEP)

LEDGE DETAIL
OPTION #2
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